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General Information
6596
6599-0-2290
4011395638507
6596 Compensator
Prevents the self-ignition of energy-saving or LED lamps during switching with orientation 
illumination (parallel to the lamp). Prevents after-glow of low-voltage halogen or LED lamps in 
a deactivated state due to possible ripple voltage or activation via touch-dimmer without 
neutral conductor connection (parallel to the primary transformer side or to the lamp). 
Removes noise generation on electronic transformers in a switched-off state during activation 
via touch-dimmer without neutral conductor connection (parallel to the primary transformer 
side). Removes ripple voltages on the control line in blind control/group controls (parallel 
between control wire "UP" and neutral conductor as well as "Down" and neutral conductor). 
Dimensions: diameter 22 mm, length 25 mm, length of the connecting cable approx. 235 
mm.

Categories
Products »  Low Voltage Products and Systems »  Wiring Accessories »  Dimmers »  Accessories for Dimmers

Ordering
4011395638507
1 piece
85364900

Dimensions
0.026 kg

Container Information
1 piece
0.036 m
0.068 m
0.074 m
0.026 kg

Environmental
Following EU Directive 2002/95/EC August 18, 2005 and amendment

Additional Information
Tools
Compensator
19980620

Certificates and Declarations (Document Number)
DEBJE-6599-0-2290-CECerti
9AKK104295D8727

Classifications
EC002554 - Accessories for domestic switching devices
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